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Forms Management Unit
Caltrans
DOT CEM-3513: Caltrans Hot Mix Asphalt Verification
Construction
Agency Name and Division Within the Agency Requesting the Information:
California Department of Transportation, Division of Construction, Office of Construction Standards
Title of Official Responsible for Information Maintenance:
For more information, please contact the office chief for the Office of Construction Standards at 916-654-2852, in writing at California Department of Transportation, Office of Construction Standards,  P.O. Box 942874 Sacramento, CA 94271-0001 or by email at Construction.Publications@dot.ca.gov.
Maintenance of the Information Authorized By: 
California Constitution, Article 1, Section 1 Government Code Section 11015.5
Public Records Act (Government Code Section 6250 et seq.) State Administrative Manual (SAM) Section Privacy - 5310 et seq. Statewide Information Management Manual (SIMM) 5310-A and 5310-B
Consequences of Not Providing All or Any Part of the Requested Information:
Disclosure of this information is mandatory. Failure to provide information will prevent eligibility or qualifications in the program and delay or prevent the processing of this form.
Principal Purpose(s) for Which the Information Will Be Used:
The request for personal information is to determine the qualification of the personnel.
Known Disclosures:
The information shall be disclosed to authorized California Department of Transportation employees. The information will remain confidential but is available for inspection by members of the public pursuant to the California Public Records Act, Government Code Sections 7920-7931.
Right of Access to Records:
Individuals have the right to access information provided and may request a correction or deletion of records. Exceptions may include, but are not limited to, investigations and public transparency laws. Personal Information will only be disclosed as permitted by the Information Practices Act, Civil Code, §§ 1798–1798.83, or as otherwise required by law. To request access to, or to request correction or deletion of, information provided in this form you may contact the Official Responsible for Information Maintenance identified above.
JOB MIX FORMULA (JMF) VERIFICATION PERFORMED FOR
Job Mix Formula Verification Performed for
(see NOTE 2)
Samples taken under California Test 125 in the engineer's presence?
Is JMF verification based on adjusted target values?
(If YES, attach page 4 of Form DOT CEM-3511, “Contractor Job Mix Formula Proposal,” to this form to document JMF adjustments.)
HMA complies with the specifications?
If NO to any questions in this section, then immediately notify the resident engineer.
Split Sample
Virgin Aggregate
Gradation
          % of Blend
RAP
 Aggregate Gradation
Recovered from 
AASHTO T 308
(Method A) (see NOTE 1)
RAP GradationCorrelation
Factor from
Form DOT CEM-3512
Corrected RAP
Gradation
          % of Blend
Combined
Gradation
JMF  TargetValue from
Form DOT CEM-3512(see NOTE 2)
Requirement
Specification Limits
(Target Value ±
Tolerance)
Meets
Specification?
YES
NO
% Passing
Adjusted target
value?
YES
NO
NOTES
NOTE:         For rubberized hot mix asphalt—gap graded (RHMA-G), show aggregate gradation under combined gradation and verify compliance with specifications. When determining the         combined virgin and reclaimed asphalt material RAP aggregate gradation, burn off the RAP sample in accordance with AASHTO T 308 (Method A). Report the asphalt content of         the RAP sample for information purposes. Perform a sieve analysis on recovered aggregate in accordance with AASHTO T 30. Add the correlation factor from Form DOT CEM-3512,                   “Contractor Hot Mix Asphalt Design Data.” Mathematically combine the virgin and corrected RAP aggregate gradations at the correct proportions to obtain the combined gradation.
NOTE 1: Perform testing in accordance with American Association of State Highway Transportation Officials (AASHTO) T 308 (Method A).
NOTE 2: For a JMF with adjusted aggregate target values, attach page 4 of Form DOT CEM-3511, “Contractor Job Mix Formula Proposal,” to this verification form.
Quality Characteristic/Property
Requirement
HMA Type
Type A
RHMA-G
Meet
Specification?
YES
NO
Blank
NOTES
NOTE:         Aggregate must comply with the quality specifications before it is treated with lime.
NOTE 1: The engineer waives this specification if HMA contains 10 percent or less of non-manufactured sand by weight of total aggregate.         Manufactured sand is fine aggregate produced by crushing rock or gravel.
NOTE 2: Perform testing in accordance with American Society for Testing and Materials (ASTM) D 4791.
AGGREGATE QUALITY (Continued)
Requirement
HMA Type
Meet
Specification?
NON-STANDARD SPECIAL PROVISION SPECIFIED QUALITY CHARACTERISTICS
NOTES
 NOTE 1: Do not remove material finer than the Number 200 sieve from the test specimen.
 NOTE 2: Asphalt Institute—Asphalt Mix Design Methods MS-2
CRUMB RUBBER MODIFIER (see NOTE)
CRM samples submitted to METS for testing?
Asphalt modifier sample submitted to METS for testing?
NOTE: Must be provided with a certificate of compliance with testing performed by an AASHTO certified laboratory. 
NOTE, Must be provided with a certificate of compliance with testing performed by an AASHTO certified laboratory,
ASPHALT BINDER (see NOTE)
Asphalt rubber binder sample submitted to METS for testing?
Test Method
ASTM D 217
ASTM D 5329
ASTM D 36
ASTM D 7741
HOT MIX ASPHALT
HOT MIX ASPHALT (Continued)
Test Result
Requirement
HMA Type
Meet
Specification?
HOT MIX ASPHALT DESIGN DATA
Test Result
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